
Toll Free 1.866.508.0269   |   sales@avenview.com

Control Your Video

VIDEO WALL VIDEO PROCESSORS
MULTIVIEWERS DIGITAL SIGNAGE
EXTENDERS CONTROL CENTERS
SCALERS WIRELESS 

HBT-C6POE-VGA-S

HDBaseT™ Transmitter Scaler

KEY FEATURES 

ITEM SPECIFICATION 

1 Service

4    Composite video

7     LED / Input Button

10    Power LED

13     LAN

Description 
Output Bandwidth 
CV Resolution Support 

HDBaseT™ Transmitter Scaler

300MHz / 10.2Gbps  

Net Weight 

Power Supply

Power Consumption 

Operating Temperature 

Storage Temperature 

Relative Humidity

HDBaseT VGA and Composite Scaler Over
CAT5e/6/7 Transmitter with LAN Support

2      IR Receiver

5 3.5mm Audio

8 Navigation Button

11    DC 24V

14     IR Blaster

PANEL DESCRIPTION

VGA Resolution Support

CAT5 Resolution Support

IR Frequency

ESD Protection 

•Supports PC/CV scaling to a full range of HDTV or PC
resolutions up to 1080p and WUXGA (RB);

•Transmission of uncompressed data over a single
CAT5e/6/7 cable up to 100m/328ft;

•5Play™ convergence: Video and Audio, LAN serving,
bidirectional Power over Ethernet (PoE) and Control (IR/
RS-232 bypass);

•Supports IR, Remote control, RS-232 (bypass) and on-panel
\controls;

•Provides bidirectional 24V DC power send or receive from
compatible PoE Receiver through CAT5e/6/7 cable;

•Supports Ethernet transmission rates up to 100 Mbps;

•Supports NTSC and PAL formats for Composite Video
input.

Input
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1

2 3 4 5

6 98

7

10

11 12 13 14

15

16

3      PC

6 Menu Button

9 Enter Button

12 RS 232

15    IR Extender

16 CAT5e/6 Out

NTSC/PAL

VGA~WUXGA (RB)

HD: Up to 1080p@60 Hz / PC: Up to WUXGA (RB)

30~50 kHz

Human Body Model - ±8kV [Air-gap Discharge] & ±4kV[Contact Discharge] 

1×Composite Video, 1×VGA, 1×3.5mm, Mini-jack (L/R), 

1×RS-232, 1×LAN, 

1×IR Extender

1×CAT5e/6/7, 1×IR Blaster

7.9" x 5.7" x 1.2" (Jacks Included)

1.33lbs

 24V/2.7A DC / 110-240V

16W

0~40°C [32~104°F]

20~60°C [-4~140°F]
20~90% RH [No Condensation]




