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Enhanced Security

Compliant with universal enterprise grade security standards (AES encryption to secure 

Video/Keyboard/Mouse/Data transmission and Transport Layer Security (TLS) protocol). 

The KE extender provides different levels of username/password authentication and 

authorization.

Advanced Management 
System

The KE Matrix Management Software allows you to easily administer all KE devices over 

a network, using an intuitive user-friendly web based GUI.

Fast Switching*

Fast switching feature allows switching between the TX devices within 0.3 second. 

Users can operate keyboard / mouse immediately without waiting for the process 

of USB enumeration. This is ideally for control center application, which has strong 

demand for the seamless operation.

Boundless Switching*

Simply move the mouse cursor across screen boundaries to switch between different 

receivers. The function expedites the process of switching between receivers for 

a smooth and hassle-free user experience and enables immediate monitoring and 

management of receivers.

Note: *These advanced functions are supported when the KE transmitters are paired with KE receivers and managed by KE 

Matrix Management Software (CCKM)
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Reference Installation Diagram
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Specifi cations

Function KE9900ST

Connectors

KVM Ports

1 x USB Type B Female (White)

1 x DisplayPort Female (Black)

1 x DB-9 Female (Black)

Power
1 x DC Jack (Black)

1 x 3-Pole Terminal Block Connector (Green)

LAN Ports 1 x RJ-45 (Black)

Switches

Reset 1 x Semi-recessed Pushbutton

LEDs

10/100/1000 Mbps 1 (10: Orange / 100: Orange & Green / 1000: Green)

Power 1 (Blue)

Emulation

Keyboard / Mouse USB

Power Consumption DC 5V / 4.75W; DC 48V / 6.97W

Video Resolution Up to 1920 x 1200 @ 60Hz

Environmental

Operating Temperature 0° - 50° C

Storage Temperature -20° - 60° C

Humidity 0 - 95% RH, Non-condensing

Physical Properties

Housing Metal

Weight 0.65 kg

Dimensions (L x W x H) 18.20 x 11.75 x 2.87 cm
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