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Thank you for purchasing this product 

For optimum performance and safety, please read these instructions carefully  

before connecting, operating or adjusting this product. Please keep this manual  

for future reference. 

 

Surge protection device recommended 

This product contains sensitive electrical components that may be damaged  

by electrical spikes, surges, electric shook, lighting strikes, etc. Use of surge  

protection systems is highly recommended in order to protect and extend the  

life of your equipment. 
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1. Introduction 

The HDBaseT extender enables transmission of video resolutions up to 4K2K 

@60Hz(YUV 4:4:4), along with HD audio, dedicated USB pathways, 2-Way  

IR, RS-232, POC signals up to 131ft/40m for 4K2K@60Hz(4:4:4) or up to 230ft/70m 

for 1080p60Hz through a single Cat6/6a cable. USB KVM function enables the  

USB transmission from the receiver to the transmitter. Using the latest HDBaseT  

2.0 technology, DVDO-RS-3 can make your home or office set-up more efficient and 

easy to use. 

 

2. Features 

• HDMI 2.0b, HDCP 2.2 and HDCP 1.4 compliant  

• Video resolutions up to 4K2K@60Hz(4:4:4), 4K2K@30Hz, 1080p@120Hz 

• HDBaseT™ 2.0 over a single CAT6/6a cable up to 131ft/40m distance for 

4K2K@60Hz(4:4:4) or up to 230ft/70m distance for 1080p60Hz  

• 5-Play™ convergence: HD video & audio, IR/RS-232/POC 

• Audio up to 7.1 channels of High Definition audio pass through (LPCM, Dolby 

TrueHD, and DTS-HD Master Audio) 

• USB, CEC, RS-232 and two-way IR 

• 24V POC (optional) 
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6. Application Example 

 

 

 

 

 

 


