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HDTV Supply, Inc
www.hdtvsupply.com
800-841-9238
WolfPack HDMI™ Extender Over Single Optical Fiber SC 1080p With IR (Up to 20 km) 

Dear customer
Thank you for purchasing this product. For optimum performance and safety, please read these instructions carefully before connecting, operating or adjusting this product. Please keep this manual for future reference. 

1.0 Introduction
The HDMI™ video Extender lets you extend HDMI™ signal or DVI Signal (using HDMI™-DVI adapter, not included) by up to 20km (65000 ft) for full HD video over single mode single fiber SC cable. It’s an excellent solution to solve the image mosaic, color distortion, transmission failure and other problems when HDMI™ signal long distance transmitted. It's designed for high quality HDMI™ video signal long-range extension of display system project, such as big screen advertising project, armamentarium, CCTV, multimedia instruction and so on.
2.0 Feature
* Supports HDCP 1.3
* Supports up to 20km (65000 ft) extension distance.
* Supports HDMI Input resolutions: 480i@60Hz, 480p@60Hz, 576i@50Hz, 576p@50Hz, 720p@50/60Hz, 1080i@50/60Hz, 1080p@50/60Hz
* Supports HDMI Output resolutions: 480i@60Hz, 480p@60Hz, 576i@50Hz, 576p@50Hz, 720p@50/60Hz, 1080i@50/60Hz, 1080p@50/60Hz
* Supports highest video resolution 1080p 
* Supports 165MHz/1.65Gbps per channel (4.95Gbps all channels) bandwidth

* Supports 12 bit per channel (36bit all channels) deep color

* Supports audio format: 2.0CH LPCM

* Supports 3D 

3.0 Specification
	Signal Input
	HDMI Signal

	Input Video Signal
	0.5-1.0volts/p-p

	Output Video
	HDMI Signal

	Transmission Distance (via single mode fiber(SMF))
	0-20km@1080p

	Centre Wavelength
	1310nm

	Connecting Fiber Interface
	SC port

	Vertical Frequency Range
	50/60Hz

	Video Amplifier Bandwidth
	Max up to 1.65Gbps/165MHz

	Interlaced (50&60Hz)
	480i,576i,1080i

	Progressive(50&60Hz)
	480p,576p,720p,1080p

	Limited Warranty
	1 Year Parts and Labor

	Operating Temperature
	0℃ to +50℃

	Operating Humidity
	10% to 85 % RH (no condensation)

	Storage Temperature
	-10℃ to +80℃

	Storage Humidity
	5% to 90 % RH (no condensation)

	Power Supply 
	5V DC @Sender, 5V DC @Receiver

	Power Consumption (Max)
	5W

	Extender Unit Cert.
	FCC,CE, RoHS

	Power Supply Cert
	CE,FCC, RoHS

	AC Power Adapter
	US,UK,EU,AUS Standard etc.

	User Manual
	English Version


4.0 Package Content
1）Main Unit NO.1Sender x1

2）Main Unit NO.2Receiver x1

3）User Manual x1
4）IR TX Cable x1
5）IR RX Cable x1
6）5V DC Power Adapter x2

7）Mounting Ear x 4

5.0 Panel Description
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6.0 Connection and Operation 
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Note: The terms HDMI and HDMI High-Definition Multimedia Interface, and the HDMI logo are trademarks or registered trademarks of HDMI Licensing LLC in the United States and other countries.

